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	Technical document

Specifications

Alumin-25 
	DOC-LAB-16 En

REV02
Application date : 01/10/2006
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	Aspect 
	
	clear, viscous, slightly yellow solution

	Density at 20°C
	(g/ml)
	1.480 – 1.530

	pH at 20°C
	
	> 13

	Viscosity at 20°C 
	(mPa.s)
	150 - 250

	Al2O3 content
	(%)
	22.7 – 23.7

	NaOH content
	(%)
	24.5 – 25.2


	Fe content
	(ppm)
	< 50

	As content
	(ppm)
	< 5

	Cd content
	(ppm)
	< 5

	Cr content
	(ppm)
	< 5

	Cu content
	(ppm)
	< 5

	Hg content
	(ppm)
	< 5

	Ni content
	(ppm)
	< 5

	Pb content
	(ppm)
	< 5

	Sb content
	(ppm)
	< 5

	Se content
	(ppm)
	< 5


Applications

Treatment of drinking water and wastewater

Pigments industry (e.g. TiO2)

Accelerated setting of concrete
Zeolite production
Packaging 
In bulk, by tanks of 25 to 28T.
In cubitainer of 1000 L.
[image: image2.png]



Alumin-25


Sodium Aluminate in Solution








	Siège d’Exploitation / Factory Address
	                                         Siège Social / Head Office

	1 route de Wallonie
	193 avenue L. Goblet

	B-7011 MONS (Belgique)
	B-7331 BAUDOUR (Belgique)

	Tél : +32(0)65 377 251
	Tél : +32(0)65 84 44 10

	Fax : +32(0)65 377 250
	Fax : +32(0)65 84 44 35

	e-mail : info@dequachim.com

	Site : http://www.dequachim.com
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